Appendix A

Equipment used

CHIRP SEISMIC/ MULTIBEAM, VERY-HIGH-RESOLUTION SINGLE

CHANNEL, BRAND: THALES UNDERWATER SYSTEMS, MODEL:

SEAFALCON II, MEDIA: DIGITAL, CODE: S, COMMENT:

HULL-MOUNTED SYSTEM 

CHIRP SEISMIC/ MULTIBEAM, MULTIBEAM BATHYMETRY,

BRAND: THALES UNDERWATER SYSTEMS, MODEL: SEAFALCON II,

MEDIA: DIGITAL, CODE: M, COMMENT: HULL-MOUNTED SYSTEM 

PISTON CORE, SEAFLOOR CORE, BRAND: CALYPSO, MODEL: ,

MEDIA: CODE: G

GRAVITY CORE, SEAFLOOR CORE, BRAND: , MODEL: , MEDIA: ,

CODE: GHF, COMMENT: HEAT FLOW MEASUREMENTS 

BOX CORE, SEAFLOOR CORE, BRAND: , MODEL: , MEDIA: , CODE:

C2, COMMENT: NON-TRADITIONAL BOXCORER 

available on the internet at the USGS web site: 

http://walrus.wr.usgs.gov/infobank/d/d102gm/html/d-1-02-gm.meta.html
Core and sample list
Number of cores recovered:

Box: 4

Gravity: 4

Gravity heat flow: 21 penetrations at 9 stations

Piston: 17

Length of core sediment recovered:
Box: 32 m (approx)

Gravity: 17 m

Gravity heat flow: 57 m

Piston: 500 m

Number of samples acquired:

Pore water: 458

Water content/geotechnical: 1100 (approx.)

